
Cordless impact screwdriver SID 22-A

Technical data
Voltage 22 V

Battery capacity 1.6 Ah

Tool chuck type 1/4 in hexagonal

Full hammering frequency 3450 impacts/minute

Dimensions (LxWxH) 151 x 94 x 228 mm

Weight according to EPTA 
Procedure 01/2003

1.5 kg

Brushless motor Yes

A-weighted emission sound 
pressure level1)

86 dB (A)

Active Torque Control No

Active Vibration Reduction No

1) according to EN 60745

Applications
Driving HUS screw anchors up to 6mm in masonry and concrete

Driving 8 mm and 10 mm HRD frame anchors in masonry and 
concrete

Driving self-drilling and self-tapping screws up to 4.8 mm in 
steel

Drilling in wood with WDB-S spade bits

Drilling in metal with HSS hex-shank drill bits up to 6mm in 
diameter

Advantages
Compact design allows easy use in tight corners and wherever 
space is limited

Perfect balance and low weight

Brushless motor for long lifetime and more work per charge

3 gears and electronic speed control for easy switching between 
different driving speeds

4 LEDs around the chuck illuminate the work surface for a good 
view of the task at hand

Very compact and rugged Hilti Lithium CPC battery for high 
performance and long life

Ordering designation Package contents
Sales pack 
quantity

Item number

SID 22-A Cas 1x Cordl. impact screwdriver SID 22-A, 1x Case 1 pc 2006081

Anchor Systems

74www.hilti.com.sg 

Cordless Systems
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Please visit our website for the latest item numbers and related products.


